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This is a decision on appeal fromthe final rejec-
tion of clains 1 through 6, all of the clainms pending in this
present application.

The invention is generally directed to a systemfor
focusing laser light on a selected layer in a single-layered
or nmultilayer optical disk information storage system In
particular, the present invention is directed to a systemin
which a light source is electromagnetically dithered to pro-
duce an electrical signal which is distinctive in terns of its
ability to provide an indication of the position of a focused
spot relative to a track that is being read or witten.

In particular, Appellants disclose on page 10 of the
specification that fig. 2 illustrates an apparatus which is
enpl oyed to test the principles of the present invention.
Appel | ants di scl ose that function generator 60 provides a
dithering signal I =1, sin Sgt. At the sane tinme, the |aser
optics setup which includes photodetector 40, diode injection
| aser 10, beamcollimating crossed fiber 80 and | ens 100
results in a production of a signal S. Appellants disclose

that signal S can be represented as a Fourier series with a DC
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conmponent a, plus other sinusoidal and cosinusoi dal conponents
i n accordance with the equation disclosed on page 10 of Appel -
| ants' specifica- tion, line 16. Appellants disclose that the
out put fromthe photodetector 40 is proportional to the vector
cross product of

signals | and S. Appellants disclose that if this product is

i ntegrated over the period of the dithering signal, the result
is shown in equation 2 disclosed on page 10, line 21, of
Appel | ants' specification.

Appel I ants di scl ose that because of the
orthogonality rel ati onshi ps expressed in the equati on shown on
the top of page 11 of Appellants' specification, it is seen
that the resultant output Ris proportional to the magnitude
of coefficient a,. Appellants disclose that this magnitude
represents the distance fromthe focal plane to the desired
position. Appellants disclose that this is an inportant
property because it provides a feedback control nechanismfor
precisely aligning the |ens.

| ndependent claim11 is reproduced as foll ows:
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1. A nmethod for providing an electrical signa
proportional to an anount by which a laser light source is to
be noved relative to a track on a rotating information storage
medi um wherein the reflectivity of said storage nmediumin the
region between tracks is different than the reflectivity al ong
said tracks, said nethod conprising the steps of:

noving said |light source in an oscillatory fashion
in a direction which crosses said track;

converging light, fromsaid |light source, which has
been reflected fromsaid disk, into an electrical signal; and

integrating said electrical signal over tine for at
| east one period for said oscillatory notion.

The reference relied on by the Exam ner is as
fol | ows:

Ki mur a 4,531, 206 July 23, 1985
Clainms 1 through 6 stand rejected under 35 U. S. C

8§ 102 as being anticipated by Kinura.
Rat her than repeat the argunents of Appellants or

t he Exami ner, we nake reference to the briefs? and the answer

for the details thereof.

2 Appellants filed an appeal brief on August 8, 1997. The
Exam ner responded with a comruni cation pointing out the
defects in this brief. Appellants, in response, filed a
corrected brief on Novenber 12, 1997. W wll refer to this
corrected brief as sinply the brief. Appellants filed a reply
brief on March 3, 1998. The Exam ner mail ed a conmunication
on March 16, 1998 stating that the reply brief has been
ent ered and consi dered.
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OPI NI ON

After a careful review of the evidence before us, we

do not agree with the Examiner that clains 1 through 6 are

anti ci

§ 102
every
1326,
Maschi

1452,

Appel |

pat ed by Kinmura.
It is axiomatic that anticipation of a claimunder
can be found only if the prior art reference discloses

el enent of the claim See In re King, 801 F.2d 1324,
231 USPQ 136, 138 (Fed. Cir. 1986) and Lindemann
nenfabrik GVvBH v. Anerican Hoist & Derrick Co., 730 F.2d

1458, 221 USPQ 481, 485 (Fed. Cir. 1984).

On page 5 of the brief, Appellants point out that

ants' claim1l specifically recites converting light from

a laser light source which has been reflected fromthe storage

mediuminto an electrical signal and integrating that

el ectrical signal over a period of time which is equal to at

| east

one period of the recited oscillatory notion.
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Appel | ants argue that this aspect is nowhere present or even
suggested by Ki nura.

The Exam ner argues on page 3 of the answer that
Ki nura teaches converting the light into an electrical signa
and integrating the electrical signal for at |east one period
for the oscillatory notion by elenent 23 shown in figure 5.
The Exam ner further argues that Appellants' claim1l does not
require integrating an electrical signal inmediately produced
by converting the reflected Iight and an integrator which is
conti nuously operable.

As pointed out by our review ng court, we nust first
determ ne the scope of the claim "[T]he nane of the gane is
the claim”™ 1In re Hniker Co., 150 F.3d 1362, 1369, 47 USPQd
1523, 1529 (Fed. Cir. 1998).

Turning to Appellants' claim1l, we note that the
claimrecites "converting light . . . into an electrica
signal; and integrating said electrical signal over tine for

at | east one
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period for said oscillatory notion." Fromthis |anguage, in
light of the specification, we find that Appellants' claiml
requires integrating the sane electrical signal that is
produced by the step of converting light into an electrica
si gnal .

Turning to Kinmura, we find that Kinura teaches con-
verting light into an electrical signal by elenents 11 and 12
shown in figure 1. See colum 3, lines 14 through 19. Kinura
further discloses that the electrical signal is supplied to an
envel ope detector 13 to produce an anplitude nodul at ed
conmponent due to the positional nodul ati on of the beam spot.
The detected anplitude nodul ated conponent is then supplied to
a sanple and hold circuit 15 via a band pass filter 14 for
transmtting a part of the positional nodul ated signa
conmponent having a given frequency. See colum 3, lines 19
through 25. Kinura further discloses that figures 2A, 2B and
2C show how to nodul ate the beam spot position with respect to
the information track. In particular, figure 2A illustrates
an ideal tracking condition in which a center of the Iight

spot la is vibrated symmetrically on both sides of a center of
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the track 5a. In this case, the anplitude nodul ated conponent
i n the envel ope signal detected by the envel ope detector 13

has a frequency which is equal to tw ce

of the wobbling frequency as shown in figure 3A. See colum
3, lines 39 through 47. Kinura further discloses that figures
2B and 2C illustrate out-of tracking conditions in which the
center of the beamspot la is shifted in the radial direction
outwardly and inwardly, respectively. The anplitude nodul at ed
signal s having a frequency equal to the wobbling frequency and
an anplitude proportional to the deviation is shown in figures
3B and 3C. See columm 3, lines 48 through 56. Appellants
di scl ose that the band pass filter 14 is provided for
sel ecting the anplitude nodul ated conponent having the
wobbl i ng frequency and therefore, in the ideal tracking
condition shown in Fig. 2A, the anplitude nodul ated conponent
is not transmitted through the filter. See columm 3, lines 57
t hrough 62.

Kimura further discloses by referring to fig. 1 that

the anplitude nodul ated signal fromthe band pass filter 14 is
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supplied to a zero cross detector 19 and to a |l evel sensor 20.
See colum 4, lines 39 through 41. Kinura further discloses
that the zero cross detector 19 produces a zero cross signa
shown in fig. 4E and a sawtooth signal generator 21 is
triggered at a raising edge of the zero cross signal to
produce a sawtooth signal illustrated in fig. 4F. See col um
4, lines 42 through 46. Kinura further discloses that the

sawm oot h voltage signal is

applied to a phase conparator 22 such that the instantaneous
val ue of the sawtooth voltage signal is sanpled and hel d and
then stored in a voltage nenory circuit 23. See columm 4,
lines 46 through 57.
Ki nura further enphasizes that fig. 5 shows the

enbodi nent of the voltage nmenory circuit 23. See colum 5,
lines 14 through 31. Kinura discloses that switch 23-1 is
actuated by an output signal fromlevel sensor 20 and the
integrating circuit consists of resistor 23-2 and a capacitor
23-3. The level sensor 20 conpares the output signal from

the band pass filter 14 with a given standard | evel and the
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switch 23-1 is turned on when the output fromthe band pass
filter 14 exceeds the standard level. During the tine that
the switch 23-1 is turned on, the voltage sanpled by the phase
conparator 22 is stored in the integrating circuit; whereas,
when the output of the band pass filter is |ower than the
standard level, in other words in the ideal tracking
condition, the switch 23-1 is turned off and the vol tage which
has been just stored in the capaci- tance 23-3 is applied to
the subtractor 24. Kinura discloses that in this manner, the
feedback | oop is nade operative only when the tracking error
i's produced and thus the tracking control can be effectively
stabilized.

From t hese teachings of Kinura, we fail to find that
Ki nura teaches converting light froma laser |ight source
whi ch has been reflected fromthe storage nediuminto an
el ectrical signal and integrating that electrical signal over
a period of tinme which is equal to at |east one period of the
recited oscillating notion. Kinura, on the other hand,
teaches that voltage nenory 23 integrates a sawtooth signa

that is sanpled at a particular tinme and does not teach

10
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integrating the electrical signal which is produced at the
output of anplifier 12. Therefore, we fail to find that
Kinmura teaches all the limtations as recited in Appellants
claims 1 through 6.

In view of the foregoing, the decision of the
Exam ner rejecting clainms 1 through 6 is reversed.

REVERSED

JAMES D. THOVAS )
Adm ni strative Patent Judge )
)
)
) BOARD OF
PATENT
M CHAEL R FLEM NG ) APPEALS AND
Adm ni strative Patent Judge )
| NTERFERENCES
)
)
)
JOSEPH L. DI XON )
Adm ni strative Patent Judge )
VRF: psb
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Law ence D. Cutter

| BM Cor por ati on
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522 Sout h Road
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12



